
QUICK SPECS

Rapid
LATCHING

1RU
RACK UNIT

1728f
FIBER CAPACITY

12
MODULE PORTS

BENEFITS

Designed from the ground up, our innovative 

line of Fiber Adapter Panels (FAP’s) allow for the 

highest density of connectivity in the smallest 

form factor, can be fitted with a variety of different 

connectivity types and feature two breakthrough 

Swick™ Designs technologies.

FEATURES

• Rack mount by hand with Rapid Latch™ – no 
tools or hardware required

• No keying necessary, thanks to the SWK™ 
Connector’s QFP Feature

• Universal Bulkhead Module (UBM) come in a 
variety of connector types including SWK, LC, 
MPO and RJ45

SWK™ FIBER  
ADAPTER PANELS
Today’s connected network infrastructure 

faces unprecedented demands from 

cloud and hyperscale growth and their 

extraordinary connectivity requirements. 

Our revolutionary SWK™ cabling 

infrastructure products are designed 

specifically to provide high density and  

low loss connectivity, ease of installation 

and manageability, low-cost deployment 

and operations, and flexibility for growth 

and scale.

SPECIFICATIONS

PROPERTY DESCRIPTION

Dimensions 485W x 44H x 62D

Rack Units 1

Material Aluminum

Latching System Rapid Latch™

Fiber Capacity Up to 1728f

QFP Arrows
No keying necessary.

Rapid Latch
No tools or hardware 

required.

Specifications are subject to change without notice.

To learn more information visit www.SumitomoElectricLightwave.com

SWK™ FIBER ADAPTER PANELS



ORDERING INFORMATION

PART NUMBER DESCRIPTION

SWK-FAP1-12UBM SWK Universal Fiber Adapter Module (FAP), 1RU, Rapid Latch, 12 x Universal Bulkhead Module (UBM)

SWK-UBM-SWKL SWK Universal Bulkhead Module (UBM), SWK-L Connector

SWK-UBM-4LC SWK Universal Bulkhead Module (UBM), 4 x LC

SWK-UBM-4MPO SWK Universal Bulkhead Module (UBM), 4 x MPO

SWK-UBM-1RJ45 SWK Universal Bulkhead Module (UBM), 1 x RJ45 Cat6

Specifications are subject to change without notice.

To learn more information visit www.SumitomoElectricLightwave.com

HS-SWKFAP-01112023


